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Notices
Please note the following before using DarkStar equipment.

Trademark
DarkStar® is a registered trademark of XKL®, LLC.

Copyright
Copyright © 2006-2021 XKL, LLC

This document contains information that is protected by copyright. All rights are reserved. Reproduction, adaptation, or 
translation without prior written permission is prohibited, except as allowed under the copyright laws.

All material contained herein is proprietary to XKL, LLC.

Warranty
The information in this publication is subject to change without notice. The information contained herein should not be 
construed as a commitment by XKL, LLC.

XKL, LLC shall not be liable for errors contained herein or for incidental or consequential damages in connection with the 
furnishing, performance, or use of this material.

U.S. Government Restricted Rights 
The Computer Software is delivered as “Commercial Computer Software” as defined in DFARS 48 CFR 252.227-7014.

All Computer Software and Computer Software Documentation acquired by or for the U.S. Government is provided with 
Restricted Rights. Use, duplication or disclosure by the U.S. Government is subject to the restrictions described in FAR 48 CFR 
52.227-14 or DFARS 48 CFR 252.227-7014, as applicable.

Technical Data acquired by or for the U.S. Government, if any, is provided with Limited Rights.

Use, duplication or disclosure by the U.S. Government is subject to the restrictions described in FAR 48 CFR 52.227-14 or DFARS 
48 CFR 252.227-7013, as applicable.

Class A Compliance
DarkStar equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to part 15 of the 
FCC Rules. These limits are designed to provide reasonable protection against harmful interference when the equipment is 
operated in a commercial environment. This equipment generates, uses, and can radiate radio frequency energy and, if not 

Software Copyright
The following software copyright notices are in effect in DarkStar systems:
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ssh (Secure Shell)

DarkStar technology includes Secure Shell (ssh) software developed by Tatu Ylonen (ylo@cs.hut.fi), which is Copyright © 1995 Tatu Ylonen, 
Espoo, Finland. All rights reserved. The software contains code implementing the packet protocol and communication with the other side. 
This same code is used both on client and server side.
The code Tatu Ylonen has written for this software can be used freely for any purpose. Any derived versions of this software must be clearly 
marked as such, and if the derived work is incompatible with the protocol description in the RFC file, it must be called by a name other than 
“ssh” or “Secure Shell”.

SSH2 Packet Format

SSH2 packet format added by Markus Friedl.
Copyright © 2000, 2001 Markus Friedl. All rights reserved.
Redistribution and use in source and binary forms, with or without modification, are permitted provided that the following conditions are 
met:
1. Redistributions of source code must retain the above copyright notice, this list of conditions and the following disclaimer.
2. Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the following disclaimer in the 

documentation and/or other materials provided with the distribution.

THIS SOFTWARE IS PROVIDED BY THE AUTHOR “AS IS” AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE 
IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO EVENT SHALL THE AUTHOR 
BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO, 
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND 
ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY 
WAY OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

SSLeay Library

DarkStar technology includes cryptographic software written by Eric Young (eay@cryptsoft.com).
The SSLeay library is free for commercial and non-commercial use as long as the following conditions are adhered to. The following conditions 
apply to all code found in this distribution, be it the RC4, RSA, lhash, DES, etc., code; not just the SSL code. Redistribution and use in source and 
binary forms, with or without modification, are permitted provided that the following conditions are met:
1. Redistributions of source code must retain the copyright notice, this list of conditions and the following disclaimer.
2. Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the following disclaimer in the 

documentation and/or other materials provided with the distribution.
3. All advertising materials mentioning features or use of this software must display the following acknowledgment: “This product includes 

cryptographic software written by Eric Young (eay@cryptsoft.com)”. The word ‘cryptographic’ can be left out if the routines from the 
library being used are not cryptographic related.

4. If you include any Windows specific code (or a derivative thereof) from the apps directory (application code) you must include an 
acknowledgement: “This product includes software written by Tim Hudson (tjh@cryptsoft.com)”.

THIS SOFTWARE IS PROVIDED BY ERIC YOUNG “AS IS” AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE 
IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO EVENT SHALL THE AUTHOR 
OR CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, 
BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) 
HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR 
OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.
The licence and distribution terms for any publicly available version or derivative of this code cannot be changed. i.e. this code cannot simply 
be copied and put under another distribution licence [including the GNU Public Licence.]

OpenSSL Project

DarkStar technology includes software developed by the OpenSSL Project for use in the OpenSSL Toolkit (http://www.openssl.org/)
OpenSLL is Copyright © 1998-2001 The OpenSSL Project. All rights reserved.
1. Redistribution and use in source and binary forms, with or without modification, are permitted provided that the following conditions are
met:
2. Redistributions of source code must retain the above copyright notice, this list of conditions and the following disclaimer. Redistributions 

in binary form must reproduce the above copyright notice, this list of conditions and the following disclaimer in the documentation and/
or other materials provided with the distribution.

3. All advertising materials mentioning features or use of this software must display the following acknowledgment: “This product includes 
software developed by the OpenSSL Project for use in the OpenSSL Toolkit. (http://www.openssl.org/)”

4. The names “OpenSSL Toolkit” and “OpenSSL Project” must not be used to endorse or promote products derived from this software 
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without prior written permission. For written permission, please contact openssl-core@openssl.org.
5. Products derived from this software may not be called “OpenSSL” nor may “OpenSSL” appear in their names without prior written 

permission of the OpenSSL Project.
6. Redistributions of any form whatsoever must retain the following acknowledgment: “This product includes software developed by the 

OpenSSL Project for use in the OpenSSL Toolkit. (http://www.openssl.org/)”

NetBSD Foundation

DarkStar technology contains code derived from software contributed to The NetBSD Foundation by Christos Zoulas.
Copyright © 1998 The NetBSD Foundation, Inc. 
All rights reserved.
Redistribution and use in source and binary forms, with or without modification, are permitted provided that the following conditions are 
met:
1. Redistributions of source code must retain the above copyright notice, this list of conditions and the following disclaimer. Redistributions

in binary form must reproduce the above copyright notice, this list of conditions and the following disclaimer in the documentation and/
or other materials provided with the distribution.

2. All advertising materials mentioning features or use of this software must display the following acknowledgment: This product includes 
software developed by the NetBSD Foundation, Inc. and its contributors.

3. Neither the name of The NetBSD Foundation nor the names of its contributors may be used to endorse or promote products derived from 
this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY THE NETBSD FOUNDATION, INC. AND CONTRIBUTORS “AS IS” AND ANY EXPRESS OR IMPLIED WARRANTIES, 
INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE 
DISCLAIMED. IN NO EVENT SHALL THE FOUNDATION OR CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, 
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS 
OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, 
STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS SOFTWARE, EVEN IF 
ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

OpenBSD

Copyright © 1982, 1986, 1990, 1991, 1993 The Regents of the University of California
THE SOFTWARE IS PROVIDED “AS IS” AND THE AUTHOR DISCLAIMS ALL WARRANTIES WITH REGARD TO THIS SOFTWARE INCLUDING ALL 
IMPLIED WARRANTIES OF MERCHANTABLILTY AND FITNESS. IN NO EVENT SHALL THE AUTHOR BE LIABLE FOR ANY SPECIAL, DIRECT, INDIRECT, 
OR CONSEQUENTIAL DAMAGES OR ANY DAMAGES WHATSOEVER RESULTING FROM LOSS OF USE, DATA OR PROFITS, WHETHER IN AN ACTION 
OF CONTRACT, NEGLIGENCE OR OTHER TORTIOUS ACTION, ARISING OUT OF OR IN CONNECTION WITH THE USE OR PERFORMANCE OF THIS 
SOFTWARE.

FreeBSD

Copyright © 2003 Maxim Sobolev <sobomax@FreeBSD.org>
All rights reserved.
Redistribution and use in source and binary forms, with or without modification, are permitted provided that the following conditions are 
met:
1. Redistributions of source code must retain the above copyright notice, this list of conditions and the following disclaimer.
2. Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the following disclaimer in the 

documentation and/or other materials provided with the distribution.

THIS SOFTWARE IS PROVIDED BY THE AUTHOR AND CONTRIBUTORS “AS IS” AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT 
NOT LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO EVENT 
SHALL THE AUTHOR OR CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL 
DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR 
BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT 
(INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY 
OF SUCH DAMAGE.

Lars Fenneberg

Copyright © 1995, 1996, 1997, 1998 Lars Fenneberg <lf@elemental.net>
Permission to use, copy, modify, and distribute this software for any purpose and without fee is hereby granted, provided that this copyright 
and permission notice appear on all copies and supporting documentation, the name of Lars Fenneberg not be used in advertising or 
publicity pertaining to distribution of the program without specific prior permission, and notice be given in supporting documentation that 
copying and distribution is by permission of Lars Fenneberg.used in advertising or publicity pertaining to distribution of the program without 
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specific prior permission, and notice be given in supporting documentation that copying and distribution is by permission of Lars Fenneberg. 
Lars Fenneberg makes no representations about the suitability of this software for any purpose. It is provided “as is” without express or 
implied warranty.

Livingston Enterprises

Copyright © 1992 Livingston Enterprises, Inc.
Livingston Enterprises, Inc. 6920 Koll Center Parkway Pleasanton, CA 94566
Permission to use, copy, modify, and distribute this software for any purpose and without fee is hereby granted, provided that this copyright 
and permission notice appear on all copies and supporting documentation, the name of Livingston Enterprises, Inc. not be used in advertising 
or publicity pertaining to distribution of the program without specific prior permission, and notice be given in supporting documentation 
that copying and distribution is by permission of Livingston Enterprises, Inc.
Livingston Enterprises, Inc. makes no representations about the suitability of this software for any purpose. It is provided “as is” without 
express or implied warranty.

University of Michigan & Merit Network

Copyright © 1992, 1993, 1994, 1995 The Regents of the University of Michigan and Merit Network, Inc.
All rights reserved.
Permission to use, copy, modify, and distribute this software and its documentation for any purpose and without fee is hereby granted, 
provided that the above copyright notice and this permission notice appear in all copies of the software and derivative works or modified 
versions thereof, and that both the copyright notice and this permission and disclaimer notice appear in supporting documentation.
THIS SOFTWARE IS PROVIDED “AS IS” WITHOUT WARRANTY OF ANY KIND, EITHER EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION 
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE. THE REGENTS OF THE UNIVERSITY OF MICHIGAN AND MERIT 
NETWORK, INC. DO NOT WARRANT THAT THE FUNCTIONS CONTAINED IN THE SOFTWARE WILL MEET LICENSEE’S REQUIREMENTS OR THAT 
OPERATION WILL BE UNINTERRUPTED OR ERROR FREE. The Regents of the University of Michigan and Merit Network, Inc. shall not be liable for 
any special, indirect, incidental or consequential damages with respect to any claim by Licensee or any third party arising from use of the 
software.

Data Security

Copyright © 1991, 1992 RSA Data Security, Inc. Created 1991. 
All rights reserved.
License to copy and use this software is granted provided that it is identified as the “RSA Data Security, Inc. MD5 Message-Digest Algorithm” in 
all material mentioning or referencing this software or this function.
License is also granted to make and use derivative works provided that such works are identified as “derived from the RSA Data Security, Inc. 
MD5 Message-Digest Algorithm” in all material mentioning or referencing the derived work.
RSA Data Security, Inc. makes no representations concerning either the merchantability of this software or the suitability of this software for 
any particular purpose. It is provided “as is” without express or implied warranty of any kind.
These notices must be retained in any copies of any part of this documentation and/or software.

Danger
DarkStar products use hazard level 1M laser radiation, which presents a danger to human health. 

Do not stare into the lasers or view with non-attenuating optical instruments. Doing so may lead to severe eye damage.
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Release Notes

This documentation highlights release information for v3.2.2.1 DarkStar products.

For the associated upgrade information, see Installing DXMOS v3.2.2.1. 

1     Features in DXMOS v3.2.2.1
The following features have been added in DXMOS v3.2.2.1.

1.1     Added SSH Ciphers
DXMOS v3.2.2.1 introduces support for the following SSH ciphers:

1. AES128-CBC
2. AES192-CBC
3. AES256-CBC
4. AES128-CTR
5. AES192-CTR
6. AES256-CTR

Note: 3DES-CBC is already available. 
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2     Updates in DXMOS v3.2.2.1
The following bug was fixed in DXMOS v3.2.2.1:

CMD-135 - SSH <-> PuTTY session failure CMD - Closed Putty session failure with show tech.

The following bug and support issues were fixed in DXMOS v3.2.2:

SW_DXMOS-1555 -- TxDisable on Avago modules cannot be trusted
SUPPORT-14 -- Flapping, INOC Ticket #252796

The following bugs were fixed in DXMOS v3.2.1:

Bug 11164 Demo system "seattle" is experiencing keep alive events

Bug 11305 Removing fans doesn't cause warning(yellow) LED to flash

Bug 11115 Power supply alerts - more info logging/reporting

Bug 11184 Show LED output misrepresents physical WRN LED

Bug 11188 Power Supplies with no power cable still retain cached data

Bug 11226 Client module removal/addition not logged or trapped

Bug 11237 Read power supply status directly from the PS, not from enviroloader

Bug 11239 Additional details for interface line down messages

Bug 11253 ssh login was blocked when session-timeout > 60 mins

Bug 11280 Command prompt is stale with first telnet connection after a reload

Bug 11307 Latent fan module removal notifications

Bug 11316 OSC Rx Laser Input Power high when reported power falls below threshold

Updates in this release resolve the following caveats noted in v3.2.1:

• Message Rate Limit

The command logging rate-limit correctly sets the message rate limit in messages per second.

• Subnetwork Access Protocol

The v3.0.1 and v3.2.1 updates resolve this issue.

The Subnetwork Access Protocol (SNAP) extension field is used to deploy Ethernet based vendor-private protocol end 
points. It is often used by LAN based printer services, but is not exclusive to them. DXMOS does not support any 
destination end points identified by SNAP, and under some circumstances would crash upon receiving any frame 
containing the SNAP extension. This issue is resolved by discarding all received SNAP frames [1503127951].
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3     Caveats in DXMOS v3.2.2.1

Show tech-support while debug is active may cause termination of SSH session
When debug output is active, it can degrade system performance and processes, especially when the system is under a heavy 
load. This, in turn, may cause a watchdog timeout and subsequent reload.

The show tech-support command issued on an SSH client reports all system information to that client. The large amount 
of report output requires fast processing speeds on both the client and server sides. Issuing this show tech-support 
command while debug is still active impacts the system still further. This may lead to the ssh session being terminated due to 
slow responses to client-side requests. 

Show tech-support may not be completed with PUTTY SSH client using 3DES cipher
The show tech-support command reports all system information via an SSH session. Reporting on such a large amount of 
information requires equally fast processing speed on both the client and server sides. Because the 3DES cipher is much 
slower than AES ciphers, the report for show tech-support may not be completed if a PUTTY SSH client uses a 3DES cipher. 
This is especially true for a highly configured system. 

Re-creating static routes when a management interface is modified
When a management interface of a DarkStar system is modified by changing the ip address of the interface, or by issuing the 
shutdown command followed by the no shutdown command on the interface, the static routes through the management 
interface must be removed and re-created by the no ip route command and the ip route command. To verify the configured 
static routes with associated gateways, show running-config static-routes.

4     Caveats in DXMOS v3.2.2
The following bug and support issue was fixed in DXMOS v3.2.2:

 SW_DXMOS-1555 -- TxDisable on Avago modules cannot be trusted
 SUPPORT-14 -- Flapping, INOC Ticket #252796
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5     Caveats in DXMOS v3.2.1
The following caveats relate to DXMOS v3.2.1 behavior and are sorted by type:

• AAA Administration

• APP (Automatic Path Protection)

• Boot

• DXMOS

• Hardware

• Loopbacks

• Management Ethernet and OSC Interfaces

• Management Access

• Monitoring

• Optical Modules

• SNMP

• Undocumented Commands

5.1     AAA Administration
The following caveats relate to AAA behavior.

5.1.1     Constant Login Attempts
Constant login attempts may cause the relevant user id to be missing from the radius accounting packets. [#1303101]

5.1.2     AAA authentication
When AAA authentication is not required, username and password prompts still display; however, authentication is not 
performed. [#1303102]

5.2     APP (Automatic Path Protection)
The following caveat relates to APP.

5.2.1     APP Error Messages
If a reload occurs while an APP group is switched to the protection path, spurious switch connect error messages may occur. 
These messages may be ignored. They only occur because the required connection already exists. The following is an example 
of such a message.

Switch Connect Error: Can't connect, interface already member of another connection.
(Client 0, Wave West 0)

Blocked by connection Client 0 -> Wave East 0

Switch Connect Error: Can't connect (Client 4, Wave East 4) due to APP resource
conflict. [#1303104]
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5.3     BERT
The following caveats relate to BERT behavior.

5.3.1     BERT Commands in the Config File
BERT configuration commands saved to a config file may not restart the BERT successfully following a cold boot; BERT 
commands in the config file will restart the BERT successfully following a warm reload. [#1303105]

5.3.2     BERT Not Achieving Lock
When attempting to start a BERT, if lock is not achieved the following error message displays and a restart of BERT is necessary. 
[#1303106]

LOT and LOL conditions detected, cannot start pattern checking.

5.3.3     BERT Command Latency
When BERT logging is turned on, ensure that there is a time gap of at least 5 seconds between a no bert receive 
command and a bert receive command. Otherwise, the system will have problems reporting accurate logging. If this 
happens, turn off the current running bert receive and wait five seconds before issuing a new receive. This allows the logging 
thread time to finish the previous logging activities.[10930]

5.3.4     “no” Does Not Change Behavior
There are several BERT commands that do not recognize the “no” prefix. The following commands with a 'no' in front of them 
behave the same as their counterparts without a 'no' in front.[#10597]

localhost CONF# no bert logging max-log-count xx
localhost CONF# no bert logging log-interval seconds xx
localhost CONF# no bert logging number-of-samples xxxx

5.4     Boot
The following caveats relate to boot behavior.

5.4.1     Interrupting Boot
While it is possible to interrupt Boot it is recommended you don't do so. If Boot is unintentionally interrupted by typing 
CTRL+C before it announces itself ready, Boot will not be able to load any programs. The reinitialize command is useful 
to restore Boot to competency following a premature interruption to Boot. [#1303107]

5.4.2     Infinite Loop
If a DarkStar system is configured exclusively with invalid boot targets that are then saved to startup-config using the write 
memory command or which are present in the remote configuration acquired through DHCP and TFTP, the bootloader 
software enters an infinite loop of failed boot attempts. When this happens, messages such as the following display:

Boot has exhausted its collection of executable images.
[Delaying AUTO-BOOT for 600. seconds.]
[Type Ctrl-C to abort or any other key to boot now.]

To interrupt the reboot cycle, press CTRL+C, then enter a boot command at the Boot> prompt. [#1303108]



DarkStar Release Notes
   Caveats in DXMOS v3.2.1

650103-50232-21 www.xkl.com

5.4.3     Boot Host DHCP Ignores Local Config File
If the local configuration file (/dxmos/config.dat) directs the Boot program to gather configuration data from a remote server 
(boot host dhcp command), and the remote configuration data is unsuitable for use on the DarkStar system (syntax 
errors, etc.), Boot will ignore other "boot" commands present in the local configuration file, and DXMOS will not enter recovery 
mode during startup. This combination of events may result in a running system that is not configured as intended.

To avoid these conditions, ensure that the remote configuration file is consistent with DarkStar system requirements. One 
method is to generate the remote configuration file using the write network command.[#9484]

5.4.4     Message Requesting Commit May Display During Restart
In the unlikely event that the factory flash chip is reinstalled, the following message may appear during system restart.

% Boot has initialized its volatile version of non-volatile memory.

  This new version of Boot arranges the data differently than before.
  The data have not been written to permanent storage.
  Please use the Commit command to make these changes permanent.

The request to use the commit command can be safely ignored.[#10878]

5.5     DXMOS
The following caveats relate to DXMOS behavior.

5.5.1     Aux1 Temperature Readings
The show interfaces wave command may report incorrect temperature readings in the Aux1 field for some lasers, since 
there is variation in the way that lasers from different manufacturers report temperature data. Instead, use the value reported 
in the Temperature field. [#1303110]

5.5.2     Copying Dump Files
Do not create a new file called /dump.exe. If you wish to copy the existing /dump/dump.exe elsewhere for safekeeping, XKL 
recommends use of the tftp put command:

localhost# tftp put <TFTP server host or IP> /dump/dump.exe remote-filename

If adequate filesystem free space is available, you may also copy modest- sized /dump/dump.exe files into the / directory 
under a different name, as in this example:

localhost# copy /dump/dump.exe /copy-of-dump.exe

Note that dump.exe files may be excessively large. XKL does not recommend preserving copies of /dump/dump.exe files 
on DarkStar systems.

In the event /dump.exe exits and DXMOS crashes, DarkStar systems may pause software operation and you may see 
console output similar to the following:

? Bad request size, 0, at malloc. Called from PC = 000010213073 
$0B>>XBREAK#+1] CALL 235304
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To restore normal operation, proceed with the following steps at the system console:

1. Issue CTRL+C.

2. At the XKL-2% prompt, issue .b <Enter>.

[#15031210898]

5.5.3     TFTP Large File Support
Upgrade.exe requires a TFTP server that supports large files. Early versions of the TFTP protocol had a file size limit of 32MB. For 
DXMOS 3.1 and later, remote upgrade requires a TFTP server supporting block number wraparound. If your TFTP server does 
not provide this support, the TFTP client will fail to open files that exceed 32MB. [1503129770]

5.5.4     Clock Summer-Time Default Timezone Truncates Display
When clock summer-time is set to on, and clock timezone is set to 0 0 (the default setting), the output of the 
show clock command is truncated and does not display the four-digit year correctly.[#9716]

localhost CONF# do show clock

21:04:07 UTC Wed Sep  2 2015
localhost CONF# clock summer-time on
localhost CONF# clock timezone 0 0
localhost CONF# do show clock

22:04:24 DAYLIGHT Wed Sep  2 20

5.5.5     External Equipment can Interfere with Virtualight
In some circumstances, some types of equipment connected to client interfaces may cause an initial flapping of the interface. 
We have seen some examples where an external traffic generator may interact with the Virtualight feature, resulting in client 
interface flapping. You can eliminate the flapping by removing the client source, or by disabling the Virtualight feature using 
the no virtualight command, available in CONF-INT-CLIENT[n] mode.[#9611]

5.6     Hardware
The following caveat is related to hardware on DarkStar systems.

5.6.1     Power Message
It is possible when unplugging the power supplies to see the message Power Supply n has no power twice in rapid 
succession. [#1303111]

5.7     Loopbacks
The following caveats are related to loopbacks.

5.7.1     Older Teleoptix XFP Modules Incapable of Electrical Loopback
Teleoptix XFP modules manufactured in 2008 incorrectly claim to be capable of electrical loopback, however, loopback with 
these modules is not possible. The command show interface will report the module mfg date information in 6-digit 
year-month-day format with an optional 2-digit ending number that signifies the lot in which it was produced. [#1303112]
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5.7.2     XFP Loopback Modes Disrupts Traffic on Warm Reload
If loopback [electrical|optical] test modes are configured on the transport interfaces, a warm reload of DXMOS 
may exhibit a short interruption to traffic passing through those interfaces. [#1303113]

5.8     Management Ethernet and OSC Interfaces
The following caveats relate to management Ethernet and OSC interface behavior.

5.8.1     Removing Management Interface IP Address
Removing the IP address of a management interface with no ip addr will leave the inactive direct/connected route in the 
output report of the show ip route command. However, removing the interface with no interface ethernet n while 
the IP address is present should remove the entire entry from the show ip route output. [#1303150]

5.8.2     Use of Default Routes
You can link DXMs together in a routing table via the configure-mode ip route commands. If there is only a default route 
(IPv4: subnet mask /0) to an interface, and you have not defined a more specific route, then routing can fail to that interface 
following CONF-INT-ETH[n]# shutdown  and no shutdown  commands. The problem occurs only if there are three or 
more DXMs in the route; for example, ping commands may fail between the first and last DXMs in the table. The issue is 
avoided by using only specific routes in the CONF# ip route command. [#1303114]

5.8.3     SSH Sessions and System Performance
An active SSH session may impact system performance. The impact may also increase in proportion to the number of active 
sessions. For time-consuming operations such as TFTP transfers of large files, minimizing the number of active SSH sessions 
may improve system performance. [#1303116]

5.8.4     Duplicate IPV6 Addresses Can Cause Errors
If you are experiencing strange behavior with Ethernet interface addresses, you may have mistakenly defined an IPV6 link-local 
address that is already in use. DXMOS only displays a warning message the first time an interface is enabled. If you do not 
correct the duplicate address at this time, you may see unexpected results if the address is already in use by another node 
when the link is enabled. You can avoid such conflicts by not specifying duplicate IPV6 addresses.[#9585]

5.9     Management Access
The following caveats relate to management network access.

5.9.1     Command Changes
The show controllers command is no longer supported. Instead, use show interface int verbose. The shortcut 
show con now resolves unambiguously to the show connections command. This change reduces duplication in the CLI.

The ip proxy-arp command is no longer supported.

The show flash-config command is no longer supported, since references to backup configuration files are deprecated. 
[#1303117]
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5.9.2     Console Output 
Upon completion of commands that print large amounts of text to the console, it is possible that the system prompt will not 
be fully displayed upon completion. Pressing <Enter> will refresh the prompt to its normal state. [#1303119]

5.9.3     SSH Message
During ssh connections, the message “server_request_session: channel_new failed” or the message “VTY allocation request 
failed on channel 0” may be printed to the console. They can safely be ignored. [#1303120]

5.10     Monitoring
The following caveats relate to monitoring DarkStar systems and networks.

5.10.1     Debug Reporting Errors 
Enabling debug output in scenarios that generate large amounts of debug output may result in messages containing many 
dropped characters after a saturation level to the output buffer is reached. Turning off debug modes with undebug all will 
return the system to normal. [#1303122]

5.10.2     System Events Log to Console
DXMOS supports the 'monitor' keyword when configuring the console and VTY lines. However, the keyword has no effect. 
[#1303281]

5.11     Optical Modules
The following caveats are related to the performance and management of optical modules.

5.11.1     Raman Restart After APR Event
A Raman amplifier in Automatic Gain Control (AGC) mode correctly shuts down automatically on an Automatic Power 
Reduction (APR) event, but requires user action to restart when the APR condition is resolved. Use shutdown and no 
shutdown commands to restart the amplifier. [#1303125]

5.11.2     Raman Amplifier Status Reporting
For a Raman amplifier in AGC mode, DXMOS may misreport the amplifier status when the input power level changes. Amplifier 
operation is unaffected by the misreporting. [#1303126]

5.11.3     Upgrading Software Causes OSC to Reset
While installing a software upgrade to a DarkStar system, the management optical supervisory channel (OSC) will go down for 
a brief period of time. This may cause connected DarkStar systems to report their OSC link is down, however this condition 
does not signify loss of optical power, amplification, or any loss of customer traffic. [#1303127]

5.11.4     XFP Auxiliary Values
Auxiliary values reported by XFP modules are dependent on vendor settings and vary in reliability/what is being reported 
between vendors and specific modules. [#1303128]
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5.11.5     Resetting JDSU Modules
Certain JDSU SFP+ modules fall into a TxFault state when a signal is not present. This can most likely occur during a cold 
reload. To get a module out of the TxFault state, issue a laser shutdown command, followed by no laser shutdown 
from the interface's configure mode. [15031210685 & 15031210860]

5.11.6     Laser Attenuation During Temporary Installation
It is possible to temporarily connect a pair of DarkStar systems side-by-side for familiarization or training purposes, and to 
connect the long-haul line band lasers conveniently with a few feet of fiber. The long-haul lasers are pre-configured with high 
Tx power and you should use fixed attenuators on the link to avoid overloading these transceivers and damaging the 
equipment. See the DarkStar Installation Guide or Optical Specification for suitable attenuator values. [1503128560]

5.12     SNMP
The following caveats relate to SNMP behavior.

5.12.1     Loopback Reporting
The loopback interface is not reported by SNMP. [#1303130]

5.12.2     SNMP Trap Logging 
During system start up, SNMP traps and syslog messages may not be received because the network routes required to send 
the traps are not yet initialized. [#1303131]

5.12.3     iflnUnknownProtos SNMP Metric
The SNMP metric ifInUnknownProtos is not currently reliable in counting layer 3 packets that DarkStar systems do not 
support. [#1303132]

5.12.4     SNMP Diagnostic Queries 
Although infrequent, SNMP queries used to gather diagnostic information may report incorrect data for certain OID values. For 
this reason, it is preferable to use the command line to gather critical diagnostic information. However, in general, SNMP 
results are still useful for determining long-term system patterns and trends. [#1303133]

5.12.5     SNMP May Report Non-existent EDFA Modules
On DarkStar systems with one or more empty EDFA positions, SNMP may report amplifier string names for empty positions as 
"edfa n", "edfa west n", or "edfa east n", where 'n' is an integer between 0 and 3, suggesting the presence of amplifier where 
none exists. This has no effect on proper reporting for EDFA modules actually installed in the system.[#9580]

5.13     Undocumented Commands
The following commands are functional in v3.2.1 and are documented below.

5.13.1     app switch
Switches an automatic path protection (APP) group to a particular interface within the group.
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Syntax:

# [no] app switch transport-identifier1 transport-identifier2 [force]

5.13.2     identify
Flashes the LEDs on an interface or system. Enables a remote operator to identify a specific interface or system 
to a rack-side technician for installation or maintenance purposes.

Syntax:

# [no] identify [interface client interface number | system]

Parameter Function

transport-identifier1 Specifies by interface the APP group to switch.

On redundant systems:
client n or  wave {east|west} n

On non-redundant systems:
{client|wave} n

transport-identifier2 Specifies the target interface.

On redundant systems:
client n or  wave {east|west} n

On non-redundant systems:
{client|wave} n

force Overrides a locked APP group.

Parameter Function

interface client interface number Specifies the interface you wish to identify.

system Flashes the LEDs on the system.

no Cancels the LED indication.
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6     Installing DXMOS v3.2.2.1
The procedure outlined in this section is to upgrade the DarkStar DXMOS software to v3.2.2.1. This will be done by replacing the existing 
DXMOS executable software file located on the Startup flash card of each DarkStar system to be upgraded with the provided v3.2.2.1 
DXMOS executable software file, then reloading the DXMOS software on each system. In the unlikely event that management 
configuration changes are required, procedures to back up and restore (if necessary) the existing configurations are included.

This upgrade allows additional ciphers to be used for SSH connections to the DarkStar console.

Note: No changes to the existing SSH keys are required in order to utilize the additional SSH ciphers.

No disruption of customer data traffic should occur during the upgrade process.

6.1     Preparations

The following procedure is written from the perspective of the upgrade taking place at Location 1 (LOC1), and Location 2 (LOC2) being the 
far end location. In the context of storing log and configuration files, if two or more systems at the same location are being upgraded, then 
the user should make LOC1 represent one data center, and LOC2 represent the other data center, with LOC1_DarkStar1 representing the 
first DarkStar system at that location, LOC1_DarkStar2 representing the second DarkStar system at that location, etc. Once picked, that 
naming selection should be kept the same when moving between the data centers. Doing this groups all of the log and configuration files 
from one data center together and also groups all of the log and configuration files for the other data center together.
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6.2     Required Tools 

Qty XKL P/N Description
* Connections

Console Port serial connection

Note: It is recommended to use the Console serial port during the upgrade process. While it is possible to 
connect to the DarkStar console via an Ethernet connection using Telnet or SSH (a VTY connection) when 
the device is configured for these connections, such connections will be interrupted during the upgrade 
process. Connections to the DarkStar serial port will not be interrupted and will provide the most 
complete monitoring of the system during the upgrade process.
Ethernet Management connection

Note: TFTP file transfers will be used during the upgrade process; such transfers are not possible via the 
serial port.

* Programs

Terminal Emulator
OpenTFTP Server or similar TFTP host service provider 
(See Sample of Open TFTP Server Config File for an example configuration file.)

Utility to calculate BSD checksum and MD5 hash of provided Upgrade Files

Utility to issue TCP/IP ping requests from TFTP service host

* Upgrade Files

(These files are for upgrading from DXMOS v3.2.2 to DXMOS v3.2.2.1)

00000-00232-21 dxmos-00000-00232-21.exe

* Documentation50103-50232-21

50103-50232-21 DarkStar Release Notes v3.2.2.1 (This document)

50103-50003-10 DarkStar DSM10 User Guide v3.1

50103-50103-10 DarkStar DSM10 Command Reference v3.1

* Assumptions

The TFTP server has been set to listen to the IP addresses of the DarkStar systems to be upgraded (e.g., 
10.5.0.1-10.5.0.5).

The TFTP server home directory location has been assigned and that folder contains the following:

• the “upgrade-files” folder has been created in that home directory,
• the LOC1-DarkStar1, LOC1-DarkStar2, etc. folders have been created in that home directory,
• the LOC2-DarkStar1, LOC2-DarkStar2, etc. folders have been created in that home directory,
• the v3.2.2.1 upgrade files shown above are in the “upgrade-files” directory.

The following folders have been created and are accessible from the system(s) hosting the Terminal 
Emulator(s):

DarkStar/3.2.2.1-Upgrade/Logs

The TFTP server has read and write permissions for the folders under its home directory and also for the 
files contained within each folder.
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6.3     Installation Instructions

1. Confirm checksum and MD5 hash of upgrade files

Use appropriate utility software as mentioned in Required Tools to confirm that the Upgrade files stored in the TFTP server directory have 
the following checksums and MD5 hashes:

dxmos-00000-00232-21.exe - 
   sum:    15976
   md5sum: 0b7be19c0f992b7be20acbc9cfbef51a

2. Connect to the DarkStar system console

a. Start the Terminal Emulator and connect to the DarkStar system via its Console port (CTY connection).

b. Provide username and password if necessary.

LOC1-DarkStar1> username:ds-user
password:

Note: While it is possible to connect to the DarkStar console via an Ethernet connection using Telnet or SSH (a VTY connection) when the 
system is configured for these connections, such connections will be interrupted during the upgrade process. Connections to the DarkStar 
serial port will not be interrupted, and will provide the most complete monitoring of the system during the upgrade process.

3. Enter into DXMOS Enable mode

a. Place the system in DXMOS Enable mode.

b. Provide username and password credentials as needed.

LOC1-DarkStar1> enable
password:
LOC1-DarkStar1#

4. Save output of “show tech-support” command

a. Ensure logging for the Terminal Emulator is enabled, or that it has ~50,000 lines of “scroll- back” buffering.

b. Run “show tech-support.” Note: This command may take a couple of minutes to complete.

LOC1-DarkStar1# show tech-support

Show Tech:

DXM Operating System (DXMOS), XKL LLC 
3.2.2.1-d6872b6cf2c6 Apr 20 2021 09:31:09
Controller: CCC
.
.
.

c. Copy the Terminal Emulator log to the appropriate log directory described in Required Tools, or use copy-paste to create 
the log in that directory, as necessary.

5. Back up the startup configuration file

LOC1-DarkStar1# copy dxmos/config.dat dxmos/startup-config-backup_<date>.dat

Destination has 605235200 bytes (151308800 words) available. 

Are you sure? [yes/NO] yes
676
LOC1-DarkStar1# dir dxmos
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Directory of dxmos/:

LOC1-DarkStar1#

See Recovering the Original Running and Startup Configurations from the Flash Card for directions on how to recover the backed up 
config file off of the flash.

6. Check if the Startup Configuration and the Running Configuration are different.

a. Run “reboot none,” then state “no.”

• The Console output if the Startup and Running configurations are the same:

LOC1-DarkStar1# reboot none

Are you sure? [yes/NO] no
LOC1-DarkStar1#

• The Console output if the Startup and Running configurations are different:

LOC1-DarkStar1# reboot none

Running configuration differs from startup configuration.
If you are unsure the consequences of these differences, answer NO to the 
following prompt and carefully review the current running configuration.

Are you sure? [yes/NO] no
LOC1-DarkStar1#

b. If they are different, save the Running configuration onto the Startup flash card. Note: This will overwrite the config.dat 
file, making the Running configuration the new Startup configuration.

LOC1-DarkStar1# write memory

Destination has 606900224 bytes (151725056 words) available. 
Existing file uses 6144 bytes (1536 words).

Are you sure? [yes/NO] yes
LOC1-DarkStar1#

c. Optional – back up the Running configuration.

LOC1-DarkStar1# copy dxmos/config.dat dxmos/running-config-backup_<date>.dat

Destination has 605235200 bytes (151308800 words) available. 
Are you sure? [yes/NO] yes
676
LOC1-DarkStar1# dir dxmos

Directory of dxmos/:

LOC1-DarkStar1#

config.dat file    1002 bytes Apr 13 2021 15:08:10
dxmos.exe exe 1196544 words Mar 29 2021 10:25:13
hostkey-private.dat file     668 bytes Mar 30 2021 15:45:40
hostkey-public.dat file     611 bytes Mar 30 2021 15:45:44
startup-config-backup_04-16.dat file    1002 bytes Apr 16 2021 21:00:17

config.dat file     1002 bytes Apr 13 2021 15:08:10
dxmos.exe exe  1196544 words Mar 29 2021 10:25:13
hostkey-private.dat file      668 bytes Mar 30 2021 15:45:40
hostkey-public.dat file      611 bytes Mar 30 2021 15:45:44
running-config-backup_04-16.dat file     1002 bytes Apr 16 2021 21:00:17
startup-config-backup_04-16.dat file     1002 bytes Apr 16 2021 21:00:17
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d. Optional – restore the original Startup configuration.

LOC1-DarkStar1# copy dxmos/startup-config-backup_<date>.dat dxmos/config.dat

Destination has 605235200 bytes (151308800 words) available. 

Are you sure? [yes/NO] yes
676
LOC1-DarkStar1#

7. Back up DXMOS v3.2.2 on the Startup flash card

Create a backup of DXMOS v3.2.2 on the Startup flash card.

LOC1-DarkStar1# copy dxmos/dxmos.exe dxmos/dxmos-3.2.2-backup.exe

8. Check the Ethernet connection to the TFTP server

a. Ping the TFTP server from the DarkStar system. Note: The IP address used below is for illustration only. Use the correct IP 
address in place of the one shown below.

LOC1-DarkStar1# ping 10.5.0.222
Ping 10.5.0.222 (10.5.0.222)
!!!!!
Done pinging 10.5.0.222 - 5 of 5 packets received 
LOC1-DarkStar1#

b. Ping the DarkStar system from the TFTP server host computer. Note: The IP address used below is for illustration only. Use 
the correct IP address in place of the one shown below.

administrator@LOC1TFTPServerHost:~/TFTPRoot$ ping -c 5 10.5.0.1
PING 10.5.0.1 (10.5.0.1) 56(84) bytes of data.
64 bytes from 10.5.0.1: icmp_seq=1 ttl=64 time=0.280 ms
64 bytes from 10.5.0.1: icmp_seq=2 ttl=64 time=0.287 ms
64 bytes from 10.5.0.1: icmp_seq=3 ttl=64 time=0.216 ms
64 bytes from 10.5.0.1: icmp_seq=4 ttl=64 time=0.222 ms
64 bytes from 10.5.0.1: icmp_seq=5 ttl=64 time=0.240 ms

--- 10.5.0.1 ping statistics ---
5 packets transmitted, 5 received, 0% packet loss, time 4098ms 
rtt min/avg/max/mdev = 0.216/0.249/0.287/0.029 ms
administrator@LOC1TFTPServerHost:~/TFTPRoot$

9. (If needed) Assign an IP address accessible by the TFTP server

If the DarkStar system cannot communicate with the TFTP server, assign an IP address accessible by the TFTP server to one of the DarkStar 
Management interfaces now. Note: The IP address used below is for illustration only. Use an appropriate IP address in place of the one 
shown.

LOC1-DarkStar1# configure
LOC1-DarkStar1 CONF# interface ethernet 3
LOC1-DarkStar1 CONF-INT-ETH[3]# ip address 10.5.0.1/16
LOC1-DarkStar1 CONF-INT-ETH[3]# end
LOC1-DarkStar1#Interface Ethernet 3 address set to 10.5.0.1 
LOC1-DarkStar1#

10. Copy the backup files to the TFTP server

Use the “tftp put” command to copy the backup files created in steps 5 – 7 to the TFTP server. Note: The IP address used below is for 
illustration only. Use the correct IP address in place of the one shown below.

LOC1-DarkStar1# tftp put 10.5.0.222 dxmos/startup-config-backup_<date>.dat LOC1- DarkStar1/
                                                 startup-config-backup_<date>.dat



DarkStar Release Notes
   Installing DXMOS v3.2.2.1

1750103-50232-21 www.xkl.com

Connecting... 
8
File transferred successfully.
LOC1-DarkStar1# tftp put 10.5.0.222 dxmos/running-config-backup_<date>.dat LOC1- DarkStar1/
                                                  running-config-backup_<date>.dat

Connecting... 
8
File transferred successfully.
LOC1-DarkStar1# tftp put 10.5.0.222 dxmos/dxmos-3.2.2-backup.exe LOC1- DarkStar1/
                                                 dxmos-3.2.2-backup.exe

Connecting... 
13816
File transferred successfully.
LOC1-DarkStar1#

11. Upgrade DXMOS to v3.2.2.1 on the Startup flash

Install DXMOS v3.2.2.1 on the Startup flash card. Note: The IP address used below is for illustration only. Use the correct IP address in place 
of the one shown below.

LOC1-DarkStar1# tftp get 10.5.0.222 upgrade-files/dxmos-00000-00232-21.exe dxmos/dxmos.exe
Determining file type...

Destination has 605229056 bytes (151307264 words) available. 

Are you sure? [yes/NO] yes

Connecting...

File transferred successfully.
...Completing flash write. 
LOC1-DarkStar1#

12. Verify the Startup flash upgrade to DXMOS v3.2.2.1

Checksum the new DXMOS file on the Startup flash card.

LOC1-DarkStar1# checksum dxmos/dxmos.exe

1572352
Checksums of dxmos/dxmos.exe
  sum: 15976 
  md5: 0b7be19c0f992b7be20acbc9cfbef51a
LOC1-DarkStar1#

13. Load and run DXMOS v3.2.2.1

Reload the DXMOS executable.

LOC1-DarkStar1# reload

Are you sure? [yes/NO] yes

Initiating warm reload...

DXMOS is shutting down 
Unmounting "/dump" [Done] 
Unmounting "/factory" [Done] 
Unmounting "/" [Done]
All filesystems unmounted 
Halting Processor...
.
.
.



DarkStar Release Notes
   Installing DXMOS v3.2.2.1

1850103-50232-21 www.xkl.com

LOC1-DarkStar1 CONF# ! banner motd should be last in the configuration file for safety.
LOC1-DarkStar1 CONF# ! A malformed MOTD with a missing ending delimiter will result in
LOC1-DarkStar1 CONF# ! undefined behavior of any configuration statements after the MOTD.
LOC1-DarkStar1>

14. Verify DXMOS v3.2.2.1 is current  version

Show DXMOS version.

LOC1-DarkStar1> show version

DXM Operating System (DXMOS), XKL LLC
3.2.2.1-d6872b6cf2c6 Apr 20 2021 09:31:09
XKL Part Number: 00000-00232-21
Built from: hg://build@sat1.xkl.com/home/build/sw/dxmos3221/dxmos_00000-00232-21/dxmos
Boot String: file flash0:2:dxmos/dxmos.exe
MiniBoot version 2.1(110)-1
Booted via manual boot

Gateware: startup-gateware P/N: 01000-00203-10
Uptime: 0:22:01:28
Last booted up at: 10:24:51 UTC-7 Mon May 3 2021 
LOC1-DarkStar1>

15. Log out of the DarkStar system

LOC1-DarkStar1> logout
LOC1-DarkStar1>

16. Save the console output

Copy the Terminal Emulator log to the appropriate log directory described in Required Tools, or use copy-paste to create the log in that 
directory, as necessary.

17. Upgrade remaining DarkStar systems

Repeat steps 2 – 16 for all other DarkStar systems to be upgraded, using different target backup and log directories on the TFTP server, as 
appropriate.

For additional information on upgrading the DarkStar DXMOS software to v3.2.2.1, see the Installation Supplement.
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6.4     Installation Supplement

6.4.1     (If needed) Resolve any IP configuration problems

It is possible that the existing IP configurations may prevent the “tftp put …” commands from working. If that happens, examine the IP 
configurations for possible routing or loopback issues.

Note:  It is recommended to remove any existing loopback configurations during the upgrade process. With loopback enabled, server-
side TFTP will also require that the static route be enabled and correctly configured, further complicating the upgrade procedure.

1. Run the “show interfaces,” “show running-config static-routes,” and “show running-config rip” commands to examine the 
current IP configurations. Note: The IP addresses used below is for illustration only. Use the correct IP address in place of 
the one shown below.

LOC1-DarkStar1# show interfaces  

Interface   Admin Line     Rate     RxPow       Ch.  Status      Last Line Chng.
----------- ----- -------- -------- ----------- ---- ----------- ---------------
Client 0     Up    Down     10GE     ~-28.9 dBm  N/A  Warning     0:19:22:53
.
.
.
                     Admin  Line   Type      IP Address
-------------------- ------ ------ --------- ----------------------------------
Ethernet 0           Up     Down   LAN       155.232.212.3/27
Ethernet 1           Up     Down   LAN       155.232.212.73/30
Ethernet 3           Up     Up     LAN       10.5.0.1/16
Ethernet 4 (OSC 0)   Down   Down   LAN       155.232.208.10/31
Loopback 0           Up     Up     Loopback  155.232.243.21/32

LOC1-DarkStar1# show running-config static-routes

running-config:
ip route 172.40.1.0/24 10.5.16.249 1
LOC1-DarkStar1# show running-config rip

running-config:
router rip exit
LOC1-DarkStar1#

2. Enter into Configuration mode and make necessary IP configuration changes. Note: The IP addresses used below is for 
illustration only. Use the correct IP address in place of the one shown below.

LOC1-DarkStar1# configure

LOC1-DarkStar1 CONF# interface loopback 0
LOC1-DarkStar1 CONF-INT-LOOPBACK[0]# no ip address 155.232.243.21/32 
LOC1-DarkStar1 CONF-INT-LOOPBACK[0]# exit

LOC1-DarkStar1 CONF# do show interfaces

Interface   Admin Line     Rate     RxPow       Ch.  Status      Last Line Chng.
----------- ----- -------- -------- ----------- ---- ----------- ---------------
Client 0     Up    Down     10GE     ~-28.9 dBm  N/A  Warning     0:19:22:53
.
.
.
                     Admin  Line   Type      IP Address
-------------------- ------ ------ --------- ----------------------------------
Ethernet 0           Up     Down   LAN       155.232.212.3/27
Ethernet 1           Up     Down   LAN       155.232.212.73/30
Ethernet 3           Up     Up     LAN       10.5.0.1/16
Ethernet 4 (OSC 0)   Down   Down   LAN       155.232.208.10/31
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LOC1-DarkStar1 CONF-INT-LOOPBACK[0]# end

LOC1-DarkStar1 CONF# exit
LOC1-DarkStar1#

3. Re-check the Ethernet connection with the TFTP server as described in step 8, then repeat step 10.

6.4.2     Recovering the Original Running and Startup Configurations from the Flash Card

If it is desired for any reason to maintain the original Running configuration as distinct from the Startup configuration, use the following 
procedure after the upgrade has been successfully performed.

1.  Copy the backup of the Running configuration file over the current Startup configuration file.

LOC1-DarkStar1# copy /dxmos/running-config-backup_<date>.dat /dxmos/config.dat

Destination has 605235200 bytes (151308800 words) available. 

Are you sure? [yes/NO] yes
676
LOC1-DarkStar1#

2. Warm reload the system to read the new configuration file.

LOC1-DarkStar1# reload

Are you sure? [yes/NO] yes

Initiating warm reload...

DXMOS is shutting down 
Unmounting "/dump" [Done] 
Unmounting "/factory" [Done] 
Unmounting "/" [Done]
All filesystems unmounted 
Halting Processor...
.
.
.
LOC1-DarkStar1 CONF# ! banner motd should be last in the configuration file for safety.
LOC1-DarkStar1 CONF# ! A malformed MOTD with a missing ending delimiter will result in
LOC1-DarkStar1 CONF# ! undefined behavior of any configuration statements after the MOTD.
LOC1-DarkStar1>

3. Place the system in DXMOS Enable mode. Provide username and password credentials as needed.

LOC1-DarkStar1> enable

password:

LOC1-DarkStar1#

4. Copy the backup of the Starting configuration file over the current Startup configuration file. Note: The settings from this 
file will be enabled during the next warm or cold reboot of the system.

LOC1-DarkStar1# copy /dxmos/startup-config-backup_<date>.dat /dxmos/config.dat

Destination has 605235200 bytes (151308800 words) available. 

Are you sure? [yes/NO] yes
676
LOC1-DarkStar1#

Note: The configuration files are plain-text files – it is also possible to view the configuration files that have been backed up to the 
TFTP server with any text-file viewer or editor, and manually enter any desired configuration changes from these files.
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6.4.3     Sample of Open TFTP Server Config File
#This file is required for custom settings 
#If not exists defaults are assumed
#Anything starting with a control character will be a comment
#This file should be edited and should in same directory as exe file is. 
#You need to remove ' from beginning of values and replace with your #own values below if you 
need change settings

[LISTEN-ON]

#if you have more than one NIC card on your server
#can specify which cards/ports will listen TFTP requests 
#Specify the Interfaces you would like server to listen 
#default listening port is 69, but can be overridden here 
#listening on ports less than 1024 needs root account 
#upto 8 interfaces can be specified
#Default is All Interfaces. You can also listen on 0.0.0.0 
#but it is not recommended.
10.5.0.222

[HOME]
#You should specify home directory(s) here 
#You can specify one directory as home 
#directory, from where files will be served or #deposited like:- 
C:\Users\xkl\Desktop\xkl_desktop\Tenet 
#Alternatively if you want to specify multiple 
#home directories, you need to use aliases 
#like:-
#'routers=d:\hda1\RouterImages\Images 
#'boot=e:\mnt\pc1\PXEBoot\Images 
#'installs=c:\hda5\installs

[LOGGING]
#Logging will be done only if run as Service. 
#LogLevels can be set as None, Errors or All
#Log file will be of format OpenTFTPServerYYYYMMDD.log, 
#Where YYYY is year, MM is month and DD is day of month, 
#in the "log" subdirectory of Install directory
'None 
'Errors 
'All

[ALLOWED-CLIENTS]
#These are permitted clients for TFTP Access.
#Hosts having IP address within these ip ranges 
#only will be responded to DNS requests.
#32 ranges can be specified.
#If none is specified, then all are allowed
10.5.0.1-10.5.0.5
155.232.243.21-155.232.243.24

[TFTP-OPTIONS]
#First Option is server port range on which tftpserver 
#would respond from, if you have firewall
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#issues, you may like to restrict this 
#range. default is any free port
#do not use reserve ports less than 1024 
#The Multithreaded TFTP Server listens the
#requests on port 69 but responds on any free 
#port within these ranges, these are server 
#ports not client ports, client can use any port 
#if there is a fire wall issue, it should be 
#opened for server ip for these ports.
'port-range=30000-30100

#Next is Thread Pool Size
#value of 0 means there is no thread pool 
#threads will be created just in time and 
#killed after serving requests.
#if simultaneous request are more than 
#thread pool size, extra threads will be 
#created and killed after serving requests
#but ready threads will never be less than this value 
#min is 0, max can be 100, default is 1 
'ThreadPoolSize=1

#First is default timeout per interval 
#if not overridden by client
#min is 1, max can be 255, default is 3
'timeout=3

#Next is max block size, allowed 
#on client request. Max is 65464 
#if not overridden by client
#it is always 512 
'blksize=65464

#Next are the file operation permissions 
#Clients can only read files if read is 
#set to Y, default is Y
read=Y
#Clients can only create new files if write is 
#set to Y, default is N
write=Y
#Clients can only overwrite existing files if 
#overwrite is #set to Y, default is N 
'overwrite=Y
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